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Camera	supraveghere	exterior	IP	Hikvision	DS-2CD1023G0E-I,	2
MP,	IR	30	m,	2.8	mm,	PoE

Data
publicarii

08.10.21 Coduri	CPV 35125300-2	30237280-5

Pretul
estimativ:

5.454,22	RON	-	5.454,22	RON 	 	

Descriere: Specificatii	Senzor:	1/2.8	inch	Progressive	Scan	CMOS	Rezolutie	video:	2	Megapixeli	(Full	HD	-
1920	x	1080	pixeli)	Sensibilitate:	0.01	LUX	Diastanta	iluminator	IR:	30	m	Viteza	shutter
electronic:	1/3s	la	1/100.000	s	Lentila	fixa:	2.8	mm	Diafragma:	F2.0	Unghi	de	vizualizare:
114.8°	Compresie	video:	H.265/H.264/MJPEG	Bit	Rate:	32	Kbps	to	8	Mbps	Declansare	alarma:
Detectie	miscarii,	autentificare	ilegala	Protocol:	TCP/IP,	ICMP,	HTTP,	HTTPS,	DHCP,	DNS,	RTP,
RTSP,	RTCP,	NTP,	IGMP,	QoS,	UDP	Functii	generale:	anti-flicker,	hearbeat,	oglinda,	protectie
parola,	zona	privata,	watermark	Functii	speciale:	3D	DNR,	DWDR,	IR	Cut,	Region	of	interest
(ROI	-	1	zona	fixa),	BLC,	ajustari	imagine	(contrast,	luminozitate,	saturatie,	AGC,	claritate)
Intercompatibilitate:	ONVIF,	ISAPI	Numar	utilizatori	simultan:	32	(pe	3	niv:	Admin,	operator,
utilizator)	Software	compatibil:	iVMS-4200,	Hik-Connect,	iVMS-5200,	iVMS-4500	Port	Retea:	1x
RJ-45	(10M/100M)	Temperatura	de	functionare:	-30°C	pana	la	+60°C	Alimentare:	12VDC,	PoE
Grad	de	protectie:	IP67	Carcasa:	Metal+plastic	Dimensiuni:	70	x	172.7	mm	Greutate:	270g
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